










































Description Compatibility Mo unting Max. Power 

PM-TS12/Al0-75 
9 (7) tracks Tape Transport Any NOVA 19 ' ' rack l lSV 60Hz 
System. 7SIPS, 800BPI, JO. 1 slot 230V SOHz 
S" reels and Controller PM- 7SOVA 
TC 12. Expandable to a total + sv 3.7SA 
of 8 PM-TTl2/AI0-7S and 
DGC Tape Transports In 

any combination. 

EXPANSION TAPE DRIVES 

PM-TT12/C-10 
9 (7) tracks Tape Transport. Any NOVA 19" rack l lSV 60Hz 
4SIPS, 1600BPI 10.5' ' reels. PM-TCl2 uses 24.S" of 230V SOHz 
Mechanical arms. Includes rack height SOOY A 
cables. 

PM-TTl 2/ AlO-75 
9 (7) tracks Tape Transport. Any NOVA 19" rack 11SV60Hz 
7STPS, 800BPI, 10.S" reel s. PM-TC12 uses 24.S" of 230V SOHz 
Vacuum columns. Includes rack height 7SOVA 
cables. 

ADD -ON MEMORIES INTERDATA 

CORE MEMORY 

PM-716/100 
16K words of 17 bits parity, 
1 card Core Memory Sys
tem. 32K bytes of 8 bits 
and I bit of parity for both 
bytes. Cycle time 7S0nsec. 

PM-716/ 101 
l 6K words of 16 bits, non 
parity. 1 Card Core Memory 
System. 32K bytes of 8 bits. 
Cycle time 7SO nsec. 

PM-716/104 
I 6K words of 17 bits parity, 
1 Card Core Memory Sys
tem. 32K bytes of 8 bits 
and 1 bit of parity for both 
bytes. Cycle time 7SO nsec. 

PM-716/105 
I 6K words of 16 bits, non 
parity Core Memory Sys
tem. 36K bytes of 8 bits . 
Cycle time 7S0nsec. 

SO-SS- 70-74 

7/ 16 

SO-SS- 70-74 

7/ 16 

7/32 

7/ 16-7/32 
S0-70 

1 slot 

1 slot 

I slot 

1 slot 
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I SY 2.7SA 
+ 16.SV 3.00A 
- 16.SV 2.90A 

+ SY 2.96A 
+ SY 2.7SA 
+ 16.SV 3.00A 
- 16.SV 2.90A 

+ SY 2.97A 
+ SY 2.7SA 
+ 16.SV 3.00A 
- 16.SV 2.90A 

+ SY 2.97A 
+ SY 2.7SA 
+ 16.SV 3.00A 
- 16.SV 2.90A 

Size Equivalent 

6021 

w 19.0" 4196A 
H 24.S" 41968 
D I 1.0" 
90 lbs 

w 19.0" 6023 
H 24.S" 
D 11.0'' 
l SS lbs. 



OEM EQUIPMENT 

Description Compatibility Mounting Max . Power Size Equivalent 

TAPE READERS 

PM-R2000 
Tape Reader Head, Control panel + SY 0.7SA Head: Board: 
and Interface board. Reads + ISV 2.00A w 3.87" w 4.SO" 
at 1000 ch/sec. Stop on H 2.00" D 6.SO" 
characters. Infrared detec- D S.63" 
ti on. Various interface 4 lbs. 
configurations available. 

PM-R2100 
Tape Reader, Control and 19" rack I !SY 60Hz w 19.00" 
Interface and Power Supply, uses S.2S" of 230V SOHz H S.2S" 
on 19" RET MA rack panel rack height 60VA D 4.00" 
Reads lOOOch/sec with stop IS lbs . 
on characters. Infrared de-
tection. Various Interface 
configurations available. 

PM-R2110 
Tape Reader, Control and I 9" rack l lSV 60Hz w 19.00;; 
Interface. Power Supply uses 7" of 230V SOHz H 7.00" 
and bins for handling rack height 60VA D 4.00" 
fanfold tapes, on I 9" RET- 20 lbs. 
MA rack panel. Reads 1000 
ch/sec. with stop on charac-
ter. Infrared detection . Va-
rious Interface configura-
tions available. 

PM-R2120 
Tape Reader. Control and Table top I lSV 60Hz w 21.00" 
Interface. Power Supply and 220V SOHz H 10.00" 
bins for handling fanfold 60VA D 8.00" 
tapes, mounted in stand alo- 2S lbs. 
ne cabinet. Reads lOOOch/ 
sec. with stop on character. 
Infrared detection . Various 
Interface configurations 
available. 

PM-R3000 
Portable Tape Reader, Con- Carrying case l lSV 60Hz w 22.00" 
trol and Interface. Power 230V SOHz H 10.SO" 
Supply and bins for hand!- 60VA D 10.00" 
ing fanfold paper tapes. 2S lbs. 
Mounted in a carrying case. 
Reads lOOOch/sec. with stop 
on character. Infrared de-
tection. Various Interface 
configurations available. 
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Description 

READER - PUNCH COMBINATION 

PM-C4010 
Tape Reader/Punch Combi
nation , Control and Inter
face , Power Supply, Bins 
for handling fanfold tapes. 
Reads at I OOOch/sec with 
stop on character. Infrared 
detection . Punches a t 50 
CPS. Various Interface con
figurations available. Moun
ted on 19 " RETMA rack
panel. 

Compatibili ty Mounting 

19 " rack 
uses 10.5" of 
rack height 
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Max . Power 

I 15V 60 Hz 
230Y 50H z 

Size 

w 19 " 
H 10.5' ' 
D 12" 
38 lbs. 

Equivalent 



NORTH AMERICAN SALES OFFICES: 

ARIZONA: 
CALIFORNIA: 

ILLINOIS: 
INDIANA: 
MARYLAND: 
MASSACHUSETTS: 
MICHIGAN: 
MINNESOTA: 
NEW JERSEY: 
NEW MEXICO: 
TEXAS: 
WASHINGTON: 
CANADA: 

Phoenix 
Irvine 
Los Angeles 
Mountain View 
Schiller Park 
Indianapolis 
Wheaton 
Waltham 
Southfield 
Minneapolis 
South Plainfield 
Albuquerque 
Dallas 
Olympia 
Toronto 

EUROPEAN SALES OFFICES: 

BELGIUM: 
DENMARK: 
FINLAND: 
FRANCE: 
W.GERMANY: 

ITALY: 

NETHERLANDS: 
NORWAY: 
SPAIN: 
SWEDEN: 
SWITZERLAND: 

Hasselt (Antwerp) 
Conenhagen 
Helsinki 
Paris 
Munich 
N euss (Dtisseldorf) 
W. Berlin 
Milan 
Turin 
Zeist (Utrecht) 
Oslo 
Madrid 
Stockholm 
Geneva 
Zurich 

UNITED KINGDOM: Towcester (Northants) 
Tolworth 

(SERV ICE CENTERS ARE UNDERLI NED) 

-

(602) 265-5216 
(714) 540-9945 
(213) 473-4581 
(415) 968-3681 
(312) 671-4554 
(317) 842-3130 
(301) 949-1664 
(617) 890-2654 
(313) 644-4944 
(612) 881-0190 
(201) 757-2211 
(505) 294-5790 
(214) 387-0229 
(206) 866-2201 
(416) 661-3711 

(011) 22.77.02 
(01) 12.48.03 
(080) 542.077 
(01) 727-4349 
(089) 351-6021 
(02101) 44.091 
(030) 24.72.12 
(02) 688-2324 
(011) 61.63.33 
(03404) 21.344 
(02) 15.00.90 
(01) 252.37.22 
(08) 23.55.40 
(022) 82.55.30 
(01) 50.36.55 
(0327) 50.312 
(01) 330.4100 

Plessey Peripheral Syste111s 
17 466 Daimler Ave., Irvine, CA 92714. Telephone (714) 540-9945. 


